
SUNFLEXDATA SHEET
Hybrid AC/DC

Solar Pump
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www.davisandshirtliff.com Davis & Shirtliff @dayliff

Tel: (211 956 ) 397 070
juba@dayliff.com

SOUTH SUDAN

Dar es Salaam - Main Ofce

Tel: (255 22) 2112515/6
daressalaam@dayliff.com

TANZANIA

Arusha

Tel: (255 27) 2547317/8
arusha@dayliff.com

Zanzibar

Tel: (255 24) 2234660/1
zanzibar@dayliff.com

Mwanza

Juba

Tel: (255 28) 2541971/2
d&smwanza@dayliff.com

Dar es Salaam - Kariakoo

Tel: 2184867
kariakoo@dayliff.com

Lubumbashi

Tel: (243) 978 115412/ 852 758553

drc@dayliff.com

DRC

Addis Ababa

Tel: (251 11) 5159341/44

ethiopia@dayliff.com

ETHIOPIA (Associate)

Kigali

Tel: (250) 252 504039

kigali@dayliff.co.rw

RWANDA

Rubavu

Tel: (243) 814 911999

rubavu@dayliff.com

Kisii
Tel: (254 58) 2030949 
kisii@dayliff.com

Nakuru
Tel: (254 51) 2213248 
nkroffice@dayliff.com

Eldoret
Tel: (254 53) 2061306 
eldoret@dayliff.com

Narok
Tel: (254) 701 683 289
narok@dayliff.com

Kisumu
Tel: (254 57) 2024763 
ksmoffice@dayliff.com

Lodwar
Tel: (254 724) 248692
lodwar@dayliff.com

Kakamega
Tel: (254 56) 2031889
kakamega@dayliff.com

Diani

Tel: (254 40) 3202181 

dianioffice@dayliff.com

Malindi
Tel: (254 42) 2120425 

mldoffice@dayliff.com

Nyali
Tel: (254 20) 2443357

nyali@dayliff.com

Lamu
Tel: (254 20) 2651052/56

lamu@dayliff.com

Mombasa - Main Ofce
Tel: (254 20) 2040432 

mombasa@dayliff.com

KENYA COAST

Voi

Tel: (254 20) 2028284

voi@dayliff.com

Mombasa - Downtown
Tel: (254) 780 567 379 

mombasadowntown@dayliff.com

Kampala - Nakasero
Tel: (256 392) 734633

nakasero@dayliff.com

Gulu

Tel: (256 471) 433041

gulu@dayliff.com

Kampala - Main Ofce 
Tel: (256 414) 346337/8

kampala@dayliff.com

UGANDA

Mbarara
Tel: (256 753) 940 080

mbarara@dayliff.com

Kampala - Shauri Yako
Tel: (256 414) 660 770

shauriyako@dayliff.com

Jinja
Tel: (256 392) 001556

jinja@dayliff.com

Lusaka - Main Ofce
Tel: (260 211) 288010/1

lusaka@dayliff.com

ZAMBIA

Kitwe
Tel: (260 212) 221747/67

kitwe@dayliff.com

Ndola
Tel: (260 212) 610936/7

ndola@dayliff.com

Livingstone

Tel: (260 213) 320002/234

livingstone@dayliff.com

Solwezi
Tel: (260 218) 821822

solwezi@dayliff.com

Lusaka - ChaChaCha
Tel: (260 211) 842350

Kitengela
Tel: (254 45) 3123094
kitengela@dayliff.com

Meru
Tel: (254 64) 3131033
meru@dayliff.com

Garissa
Tel: (254 46) 2102620
garissa@dayliff.com
Naivasha
Tel: (254 50) 2030510
naivasha@dayliff.com

Nanyuki
Tel: (254 62) 2030018
nanyuki@dayliff.com

Machakos
Tel: (254 44) 2021668
machakos@dayliff.com
Kitui
Tel: (254) 701 683 289
kitui@dayliff.com

Thika
Tel: (254 67) 2220084
thika@dayliff.com

Nairobi - Westlands
Tel: (254 20) 4446011/6 

westlands@dayliff.com

Nairobi - Downtown
Tel: (254) 715 439 392

downtown@dayliff.com

Nairobi - Head Ofce
Tel: (254 20) 6968000

h e a d o ffic e @ d a y liff .c o m

KENYA

Nairobi - Karen
Tel: (254 20) 3883513

karen@dayliff.com

Kiambu
Tel: (254) 701 646 309

kiambu@dayliff.com

Ongata Rongai

Tel: (254 20) 2400146

ongatarongai@dayliff.com

Utawala
Tel: (254) 780 575745

utawala@dayliff.com

Mtwapa
Tel: (254) 798 478 113
mtwapa@dayliff.com

Eastleigh

Tel: (254) 711 079 645

eastleigh@dayliff.com
Embu
Tel: (254) 780 455 512
embu@dayliff.com

Bungoma
Tel: (254) 740 048 514
bungoma@dayliff.com

Dodoma

Tel: (255) 753 506 503
dodoma@dayliff.com

PUMP
Dayliff Sunflex is a multistage centrifugal submersible pump designed for water supply from boreholes and wells. A particular feature is 
hybrid capability with the option of running the pump on DC solar or AC mains supply or generator power with an external intelligent 
MPPT controller incorporating a frequency converter automatically configuring to the connected input power source. Other features 
include:-

• Pump construction is of hard-wearing stainless steel throughout including impellers and stages with water lubricated bearings.
• External motor controller incorporating MPPT capability for DC power input and Power Factor Correction for AC power input to 

maximise power input efficiency with DC power automatically prioritized.
• Wide voltage range and flexibility for both AC and DC power sources.
• Built-in dry running protection.
• Soft start operation to extend motor and pump life.
• Motor protection including overload/underload and overvoltage/undervoltage sensing.

Dayliff Sunflex is a cost-effective and reliable solution for hybrid water supply where both solar and mains power supplies are available. 
The pump incorporates a number of innovative technology features to optimize system efficiency and minimize operating costs and 
provides unbeatable flexibility for all borehole applications. 

MOTOR
The pump is coupled to a canned type water filled brushless permanent magnet variable speed motor that can be powered either by AC 
or DC power supply. The motor is provided with an external control module which uses MPPT technology to continuously optimize DC 
input efficiency and provides protection against over and under voltage and electrical and mechanical overload.
For optimal performance it is recommended to size the PV solar module array with a nominal output about 30% greater than the 
specified motor size and ensure that the input voltage is between the specified limits.

EXTERNAL PUMP CONTROLLER
An external controller is available to enhance pump functionality which primarily provides for power source selection of either DC only, 
AC only or Auto which prioritizes the use of DC solar over mains/generator AC power and switches to AC when DC solar power is 
insufficient or unavailable. It also provides for on/off switching, digital VAC and VDC values, connection for a high-level control switch 
with 'Full' indication, 'Low' warning for low borehole water level and system Error warning. Other added Functions and features of the 
external controller:
 •  Protection against low and high voltage, over current , over temperature, high and low water level (15min recovery) and over 

load
 • Displays voltage, current, power, rotation speed, error code, running time 

Enclosure Class: IP68          Insulation Class: F 
Max DC Input Voltage: 430VDC          Speed Range: 500–4,500rpm

PUMP OUTPUTS
2 0Performance curves are given at standard test conditions of 1000W/m  solar irradiance and 25 C temperature. Output will vary 

throughout the year depending upon prevailing irradiation levels. For estimated daily outputs at continuous pumping multiply the 
indicated output at the duty point by the daily irradiation given in the graph. For indicative purposes, factors of 1.1 can be applied for 
hot arid areas and 0.9 for temperate high altitude areas in the tropics.  

OPERATING CONDITIONS
Pumped Liquid: Thin, clean, non-aggressive liquids without fibres or particles with a sediment concentration not exceeding 

350gms/m
0Max. Liquid Temperature: 40 C

Max Immersion Depth: 100m
Installation: Pump should be installed vertically

PUMP DATA
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SUNFLEX 1500C5

SUNFLEX 2200C9
11

10x200W 2000W

16x200W 3200W
760

Power 
(kW)

Current
(A)Model

0.75

Weight
(kg)

1.1

SUNFLEX 750C2

SUNFLEX 1100C3

SUNFLEX 1100C8

7.4 28

80-380
6.6

30

29

Dimensions
(mm)

H

Max
Input
VOC

43090-260

Input
AC

Voltage

1360

Outlet
DN
(”)

2

1.25

Panels

Total 
WattNo.

6x200W 1200W

8x200W 1600W

Input
DC

Voltage

1250

1100
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